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Welcome to the AccessibilityOnline 
Webinar Series

A collaborative program between the 

ADA National Network and the 

U.S. Access Board

The Session is Scheduled to begin at 2:30pm Eastern Time

We will be testing sound quality periodically

Audio and Visual are provided through the on-line webinar system.   This 
session is closed captioned.  Individuals may also listen via telephone by dialing 

1-712-775-8972  code 930098#  (This is not a Toll Free number)

The content and materials of this training are property of the US Access Board and the Great 
Lakes ADA Center and cannot be used and/or distributed without permission.  This program is 
funded  through  a contract agreement with the U.S. Access Board. For permission to use training 
content or obtain copies of materials used as part of this program please contact us by email at 
adata@adagreatlakes.org or toll free (877)232-1990 (V/TTY)

www.AccessibilityOnline.org
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Blackboard Collaborate Ultra Interface
NEW: SIGN IN PROCESS

ÅEnter your name as it 
appears on your 
registration with the 
http://www.accessibility
online.org Website

ÅFailure to do this may 
result in voiding any 
continuing education 
recognition

If you did not login correctly sign out and sign back in at this time to ensure you get full credit for 
attendance

Image Description:  Screen image of the 
blackboard collaborate sign in page.   
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Blackboard Collaborate Ultra Interface

Use the Collaborate Panel to access your:
ǒ Audio and Video Settings
ǒ Notification Settings
ǒ Chat Panel

Click here to open 
Collaborate Panel 
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Listening to the Webinar via Your Computer

ǒ ¢ƘŜ ŀǳŘƛƻ ŦƻǊ ǘƻŘŀȅΩǎ 
webinar is  being broadcast 
through your  computer. 

ǒ Please make sure your 
speakers are turned on or 
your headphones are 
plugged in.

ǒ You can adjust the sound 
by moving the slider for the 
Speaker Volume left or 
right.

5

Listening to the Webinar via Mobile Device

ƺ MOBILE Users (iPhone, iPad, or Android 
device and Kindle Fire HD) 

ƺ Join** the session using the Blackboard 
Collaborate Mobile App (Available Free 
from the Apple Store,  Google Play or 
Amazon)

ƺ OR Join the session by opening the  
session link in a browser on your mobile 
device.

**The accessibility of the mobile app is limited for voice over users and no captioning is displayed. 

6

Listening to the Audio via Telephone

If you do not have sound 
capabilities on your 
computer or prefer to 
listen by phone.

712-775-8972

Pass Code: 

930098# 

This is a Not a Toll Free number
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Captioning

ƺ Real-time captioning is provided during this 
webinar.

ƺ When captions are available you will be asked if 
you would like to use the captions at the top of the 
screen. Once selected, the captions will appear 
under the presentation.

8

Captioning, Continued

ǒ Click here to enable if Closed Captions preferred

Live captions 
feed

9

Customize Your Notification Settings

ǒ Customize your Visual and Audio notifications
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Customize Your View

ǒ Access View Controls here
Resize the Presentation slides by clicking on the view controls 
found on the left side of the presentation.  Once selected, you can 
zoom the presentation in and out to customize your view

11

Submitting Questions

You may submit your question in the 
Chat Area... The Chat Area should ONLY
be used for submitting questions.

Please refrain from submitting any commentary, 
responses, etc. via the chat area.    This is 
distracting to other participants.  We reserve the 
right to remove you from the session if you use 
the chat area inappropriately.

If you are listening on the phone and are not 
connected to the webinar platform email your 
questions to webinars@adaconferences.org

If you are connected via a mobile device you may 
submit questions in the chat area within the App                                                                         

Please note: This webinar is being recorded.

Technical Assistance

If you experience any technical difficulties during the 
webinar:

1. Send a private chat message to the host by clicking on the 
CIRCLE with dots found to the right the name listed under 
moderator and select ά{ŜƴŘ ŀ /Ƙŀǘ aŜǎǎŀƎŜέΦ

1. Email webinars@adaconferences.org;  or 

2. Call 877-232-1990 (V/TTY) 

12

mailto:webinars@adaconferences.org
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13

Using the ADA & ABA 
Standards Series: 

Chapter 3 - Building 
Blocks

14

¢ƻŘŀȅΩǎ tǊŜǎŜƴǘŜǊǎ

U.S. Access Board 

Juliet Shoultz, P.E Bill Botten

15

Session Agenda

ÁFloor & Ground Surfaces 

ÁChanges in Level

ÁTurning Space

ÁClear Floor or Ground Space

ÁKnee & Toe Clearance

ÁProtruding Objects

ÁOperable Parts

3 building blocks - 1 contains 
international symbol of 
accessibility
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Chapter 3:  Building Blocks
Á Basic specifications widely referenced 

throughout Standards

Á Organized in one chapter for greater  
consistency, less redundancy

17

Chapter 3:  Building Blocks
Example: clear floor space references

Clear 
Floor 
space

drinking 
fountains

lavs & 
sinks

dining & 
work 

surfaces

operable 
parts

sales & 
service 

counters

appliances

ATMs & 
Fare 

Machines

storage

Diagram 
showing that 
clear floor 
space 
requirements 
are referenced 
by provisions 
covering 
drinking 
fountains, 
lava& sinks, 
dining & work 
surfaces, 
operable 
parts, sales & 
service 
counters, 
appliances, 
ATMs & fare 
machines, and 
storage

18

Floor or Ground 
Surfaces§302
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Ground/ Floor Surfaces 

CƛǊƳΣ ǎǘŀōƭŜΣ ŀƴŘ άǎƭƛǇ ǊŜǎƛǎǘŀƴǘέ

Close-up of 
wheelchair 
user 
negotiating 
paved 
sidewalk

20

Slip Resistance

Slip resistance ςminimum level 
όάŎƻŜŦŦƛŎƛŜƴǘ ƻŦ ŦǊƛŎǘƛƻƴέύ ƴƻǘ                  
specified

ÅStandard practices for minimizing 
slipperiness often suffice

ÅSpecify according to likely conditions (e.g. 
exposure to moisture) 

slip hazard 
icon

21

Ground/ Floor Surfaces 

Loose surface materials: 

ÅMost do not comply unless properly treated (e.g., 
binders, consolidants, compaction, and grid forms)

ÅRepeated maintenance often required 

Compacted 
gravel path 
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Surface Smoothness

Surface smoothness ς
changes in level 

Recommendation:  Avoid 
rough surfaces composed 
of cobblestones, Belgian 
blocks, etc. = difficult/ 
painful to traverse

Photo of a brick 
path

23

Carpet

Åмκнέ ƳŀȄΦ ǇƛƭŜ ƘŜƛƎƘǘ όƳŜŀǎǳǊŜŘ ǘƻ ǘƘŜ 
backing, cushion, or pad) 

ÅTexture: level or textured loop, level cut 
pile, or level cut/uncut pile

ÅFirm backing, cushions, pads 

(avoid cushions/ pads for greater firmness)

Åfirm securement, edging   

24

Carpet

Trim required along exposed edges ςmust be 
fastened to the floor to prevent curling and 
meet changes in level specifications.  

мκнέ ƳŀȄ ƘŜƛƎƘǘΣ                                 мκпέ ƳŀȄ ƘƛƎƘ - vertical 

1:2 max beveled edge                                   edgepermitted 

Carpet trim 1/2 inch max. high with beveled edge and 
carpet trim 1/4 inch high max with straight edge

Carpet trim 1/2 inch max. high with 
beveled edge and carpet trim 1/4 inch high 
max with straight edge
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25

Carpet

Securement/attachment  to prevent rolling or 
buckling (which makes maneuvering difficult)

Photo of 
carpet 
rolling and 
buckling 
against 
wheelchair 
front 
caster

26

Openings

ѹέ ƳŀȄΦ ƛƴ ƻƴŜ ŘƛƳŜƴǎƛƻƴ

Long dimension = 
perpendicular to travel 
direction

Image of grate with the long dimension 
of openings shown perpendicular to the 
travel direction

27

Recreational/Play 
Area Surfaces
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Sports facilities

ωArea of sport activity =That 
portion of a room or space where 
the play or practice of sport 
occurs

ωAccessible route to each area of 
sport activity

ωExempt from firm, stable, and 
slip resistant surface provision

Photo of 

racquetball 

court

Photo of a wheelchair user on 

sidewalk

29

Play area surface 
referenced standards

ÅASTM F 1487-01 - Standard Consumer Safety 
Performance Specification for Playground 
Equipment for Public Use.

ÅASTM F 1292- 99 or 04 - Standard Specification 
for Impact Attenuation of Surfacing Materials 
Within the Use Zone of Playground Equipment.

ÅASTM F 1951-99 - Standard Specification for 
Determination of Accessibility of Surface 
Systems Under and Around Playground 
Equipment

Å¦ǎŜ ƻŦ ά9ǉǳƛǾŀƭŜƴǘ ŦŀŎƛƭƛǘŀǘƛƻƴέ ŦƻǊ ƳƻǊŜ 
recently published versions of these standards

Seal of the 
American Society 
of Testing and 
Materials

30

Longitudinal 
Study on 

Playground 
Surfaces

Cover of 7 things 
every playground 
owner should 
know about the 
accessibility of 
their playground 
surfaces 
publication
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31

Temporary Facilities
wheelchair 
user on a 
temporary 
surface

photo of a 
cable 
crossing

beach 
access mat 
photo

photos of 
temporary 
surfaces

32

Changes in Level 
§303

33

Changes in Level

Apply to all level changes along accessible 
routes, including thresholds

Graphics 
showing 
Wheelchair 
footrests 
shown 
pushing 
door open 
against 
smooth 
bottom 
surface
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34

Changes in Level 

ѻέ ƳŀȄΦ ςno treatment

ѹέ ƳŀȄΦ ς1:2 max. bevel

Ҕ ѹέ ςtreatment as ramp/ other means 
of vertical access

Graphic showing 1/4 inch change in level 
with no treatment; 1/2 inch change in 
level with top 1/4 inch beveled with a 1:2 
slope

35

Turning Space 
§304

36

Turning Space

слέ 5ƛŀƳŜǘŜǊ /ƛǊŎƭŜ   T-Shaped Space
60" diameter turning circle and  T shaped space is 36 inches wide at the top and stem within a 
60 inch by 60 inch 
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37

Turning Space

T-shaped space

Graphic of a Person using scooter making 3-
point turn

38

Overlap of Turning Space

Elements with knee/toe space can overlap either 1 arm 
or stem 

Graphic of a lavatory overlapping 1 arm of T-shape 
space; overlap cannot extend beyond arm/stem 
and other 2 segments remain clear for approach 
and backing up

39

Overlap of Turning Space

hǾŜǊƭŀǇ ƻŦ ŎƛǊŎǳƭŀǊ ǎǇŀŎŜ όнрέ ƳŀȄύ

Recommended:  avoid any overlap or limit to 
ŀǇǇǊƻȄƛƳŀǘŜƭȅ мнέ όǿƘŜŜƭŎƘŀƛǊ ǎǇŀŎŜ ǊŜƳŀƛƴǎ ŎƭŜŀǊύ

Graphic of a 
Lavatory 
overlapping 
circular turning 
space
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Turning Space

40

Turning space can overlap other clearances; door can 
swing into turning space 

Graphic of a toilet room in 
plan view shows turning 
space overlapping toilet and 
lavatory clearances, door 
maneuvering clearance, and 
arc of door swing

41

Where Turning Space is Required

ÅToilet/ bathing facilities

ÅDressing/ fitting/ locker rooms

ÅTransient lodging guest rooms    

ÅDwelling units (all rooms on accessible routes)

ÅPatient bedrooms

ÅHolding and housing cells

ÅSaunas and steam rooms

ÅCourtrooms (raised stations served by ramps)

ÅCertainrecreation spaces 

42

Where Turning Space is Required

Required at 180 degree turns around obstructions less 
ǘƘŀƴ пуέ ƭƻƴƎ όǳƴƭŜǎǎ ǊƻǳǘŜ ŀǘ ƭŜŀǎǘ пнέ ǿƛŘŜύ

Plan view of an accessible 
route that has a 180 degree 
turn about an object less than 
48 inches wide.  Space at the 
turn must be at least 60 
inches wide or, if the 
connecting routes are at least 
42" wide, at least 48" wide.
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43

Clear Floor or 
Ground Space

§305

44

Clear Floor/ Ground Space 

Clear floor space required at operable parts and other 
accessible elements (e.g., drinking fountains, lavatories 

and sinks, counters, dining/ work surfaces, etc)

Clear floor 
space shown at 
fire 
extinguisher 
cabinet, 
drinking 
fountain, and 
electrical 
outlet; spaces 
at cabinet and 
drinking 
fountain 
partially 
overlap

45

Clear Floor/ Ground Space

Forward Approach:

Required at dining/ work 
surfaces, DFs, lavatories, 

most sinks, urinals 

Side Approach:

Specified/ usually provided 
at sales & service counters, 
beds, and most appliances

Either approach allowed at other elements

Graphic of a 
Person using 
wheelchair 
making forward 
approach and 
reach to fire 
extinguisher 
cabinet

Graphic of a Person using 
wheelchair making side 
approach and reach to 
wall-mounted phone
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46

Size/ Centering

Centering = required at only certain elements:  
DFs, kitchen work surfaces, washers & dryers

Minimum size:           
олέ Ȅ  пуέ  

(unconfined)

Graphic of a Person using 
wheelchair occupying clear 
floor space (forward 
approach) at an element

drinking fountain icon; kitchen surface icon 
and washing machine icon

drinking fountain icon; kitchen surface icon 
and washing machine icon

47

Size (Confined)

Additional clearance where space confined on 3 sides 
(and more than half of space depth confined) 

Diagram showing clear floor space for forward approach 36" wide minimum  because it is obstructed on both sides by at least 24 inches; 
clear floor space for side approach 60" long minimum because it is recessed and obstructed on both sides at least 15 inches

48

Side Approach

Parallel approach to element in alcove 

Graphic of a person using wheelchair making 
side approach to wall phone in alcove

Plan view of person using wheelchair making side 
approach to element in alcove
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49

Knee and Toe 
Clearance

§306

50

Knee & Toe Space

Toe Space Knee & Toe Space

Elements providing knee/ toe clearance can overlap space; 
can help reduce reach to operable parts

Graphic of a person using wheelchair at element that provides clearance for 
toes

Graphic of a person using wheelchair at element that 
provides clearance for knees and toes

51

Knee & Toe Space

Required at : 

Ådrinking fountains

Ålavatories & most sinks 

Ådining/ work surfaces

Åsales & service counters 
providing forward approach

Close-up of knee and toe space 
shown in profile; 17" min. depth 
at elements where knee and toe 
space required

drinking fountain icon; sink 
icon and dining icon
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52

Knee & Toe Space

Toe space 

Graphic of Toe 
space 9" high 
min. and 6" 
deep max.

53

Knee & Toe Space

.ŜȅƻƴŘ ǘƻŜ ǎǇŀŎŜΣ ŎƭŜŀǊŀƴŎŜ ƛƴŎǊŜŀǎŜǎ ŦǊƻƳ фέ 
ǘƻ нтέ ƳƛƴΦ ƘƛƎƘ ƻǾŜǊ оέ ǎǇŀƴ όсΥм ǎƭƻǇŜύ

Graphic showing 
From 9" high toe 
space, clearance 
increases to 27" 
min. over a 3" 
horizontal space 
(6:1 slope)

54

Knee & Toe Space

YƴŜŜ {ǇŀŎŜ όуέ ŘŜŜǇ ƳƛƴΦ ǿƘŜǊŜ ƪƴŜŜ ǎǇŀŎŜ ǊŜǉǳƛǊŜŘύ

уέ Graphic 
showing knee 
space 27" high 
min. and, 
where 
knee/toe 
space 
required, at 
least 8" deep
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55

Knee & Toe Space

wŜǉǳƛǊŜŘ ƪƴŜŜ ϧ ǘƻŜ ǎǇŀŎŜ Ƴǳǎǘ ōŜ ŀǘ ƭŜŀǎǘ мтέ ŘŜŜǇ

Graphic 
showing 
knee and toe 
space at 
least 17" 
deep min.

56

Knee & Toe Space

!ŘŘƛǘƛƻƴŀƭ ŘŜǇǘƘ Ƴǳǎǘ ǇǊƻǾƛŘŜ нтέ ƳƛƴΦ 
clearance for knees

Graphic 
showing knee 
and toe 
space 25" 
deep max.

57

Knee & Toe Space

{ǇŀŎŜ ōŜȅƻƴŘ нрέ ŘŜǇǘƘ ƛǎ ƴƻǘ ǳǎŀōƭŜ

Graphic 
showing 
knee and 
toe space 
with 
additonal
space 
beyond the 
25" max. 
depth
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58

Knee & Toe Space

Obstructed reach cannot exceed depth of usable 
knee & toe space ςŀƭǎƻ ƭƛƳƛǘŜŘ ǘƻ нрέ ƳŀȄ

Graphic showing 
forward reach 
over obstruction 
cannot exceed 
depth of knee & 
toe space (25" 
max.)

59

No protrusions allowed into minimum knee & toe space 
(other than dip of overflow at sinks) 

Knee & Toe Space

Graphic showing 
Knee and toe 
space shown in 
perspective (3D) 
view 

60

Protruding Objects
(§307) 
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61

Protruding Objects  

Protrusion limits apply to all areas of circulation 
ςnot limited to accessible routes

Examples of protruding objects

Examples of 
protruding 
objects: 
sconces, 
drinking 
fountains, 
sign 
(perpendicu
lar to wall)

62

Protruding Objects
Apply to ALL circulation paths, not just ARs

Wall mounted 
objects above 
нтέόŀǊŜŀ ƻŦ ŎŀƴŜ 
detection)  and 
ōŜƭƻǿ улέ !CC 
ƭƛƳƛǘŜŘ ǘƻ пέ 
projection

63

Protruding Objects

Elements often recessed to comply (e.g., drinking 
fountains at standard heights)

Drinking Fountains

Graphic 
showing 
Person 
using 
cane 
approac
hing 
drinking 
fountain 
recessed 
in alcove

Graphic showing leading 
edge of recessed drinking 
fountain projecting 4" max. 
from alcove
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64

Protruding Objects
5ǊƛƴƪƛƴƎ Ŧƻǳƴǘŀƛƴǎ όƭŜŀŘƛƴƎ ŜŘƎŜ ŀōƻǾŜ нтέ !CC)

wŜŎŜǎǎŜŘ ǘƻ ƭƛƳƛǘ ǇǊƻƧŜŎǘƛƻƴ ǘƻ пέ 

²ƘŜŜƭŎƘŀƛǊ ŀŎŎŜǎǎƛōƭŜ ǳƴƛǘ όнтέ ƘƛƎƘ ŀōǎƻƭǳǘŜύ 
can enclose one side of high units  

Graphic showing Drinking fountain above 27" 
high recessed in alcove

Plan view: drinking fountain above 27" 
high recessed in alcove that projects no 
more than 4" beyond the alcove

Plan view of drinking fountain enclosed by lower unit on one side and wall on the other Wheelchair accessible unit 
όнтέ ƘƛƎƘ ŀōǎƻƭǳǘŜύ Ŏŀƴ ŜƴŎƭƻǎŜ ƻƴŜ ǎƛŘŜ ƻŦ ƘƛƎƘ ǳƴƛǘǎ 

65

Protruding Objects

Protrusion limits  also apply to objects mounted on posts 

Post-mounted objects

Graphic showing 
person using cane 
standing near sign 
on post

66

Protruding Objects
hōƧŜŎǘǎ ǿƛǘƘ ƭŜŀŘƛƴƎ ŜŘƎŜǎ нтέ-улέ ƘƛƎƘ ƻƴ Ǉƻǎǘǎκ ǇȅƭƻƴǎΥ 

мнέ ƳŀȄΦ ǇǊƻǘǊǳǎƛƻƴ ƛƴǘƻ ŎƛǊŎǳƭŀǘƛƻƴ ǇŀǘƘǎΦ

Plan view Post-
mounted 
objects with 
leading edges 
27" to 80" high 
protruding 12" 
max. from post 
or pylon; second 
image shows 
object on two 
posts with same 
protrusion limits 
and 12" max. 
distance 
between posts

Plan view Post-
mounted objects with 
leading edges 27" to 
80" high protruding 12" 
max. from post or 
pylon; second image 
shows object on two 
posts with same 
protrusion limits and 
12" max. distance 
between posts
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67

Protruding Objects
Post-ƳƻǳƴǘŜŘ ƻōƧŜŎǘǎ ǿƛǘƘ ƭŜŀŘƛƴƎ ŜŘƎŜǎ нтέ ƳŀȄ ƻǊ 

ŀōƻǾŜ улέ Ŏŀƴ ǇǊƻǘǊǳŘŜ ŀƴȅ ŀƳƻǳƴǘ

Plan view 
Images of post-
mounted 
objects that 
protrude any 
amount from 
posts with 
leading edge 
27" max. AFF or 
80" min. AFF 

Images of 
post-
mounted 
objects that 
protrude any 
amount 
from posts 
with leading 
edge 27" 
max. AFF or 
80" min. AFF 

68

Vertical Clearance
улέ ƳƛƴΦ ǾŜǊǘƛŎŀƭ ŎƭŜŀǊŀƴŎŜ ςguardrails or other barriers required 

ǿƘŜǊŜ ŎƭŜŀǊŀƴŎŜ ғ улέ όƭŜŀŘƛƴƎ ŜŘƎŜ нтέ ƘƛƎƘ ƳŀȄΦύ

Reduced Clearance 
Below Stairway

Clearance Reduced at 
Curved (or Sloped Walls)   

н CƛƎǳǊŜǎ ǎƘƻǿƛƴƎ ōŀǊǊƛŜǊ όǇƭŀƴǘŜǊύ ŀƴŘ ǊŀƛƭƛƴƎ ƛƴŘƛŎŀǘƛƴƎ ǊŜŘǳŎŜŘ ŎƭŜŀǊŀƴŎŜ ōŜƭƻǿ улέ ŀǘ ǳƴŘŜǊǎƛŘŜ ƻŦ ǎǘŀƛǊǎ ŀƴŘ ŀƭƻƴƎ ŎǳǊǾŜd wall

69

Reach Ranges
§308


